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(57) ABSTRACT

A system and method for processing the electric signals from
a plurality of fuel cells in a fuel cell system is disclosed.
Groups of the plurality of fuel cells, such as five bipolar
plates, are electrically coupled to a conductive compressible
connector or a circuit board, where some of the bipolar plates
have a plate contactor for providing the electrical contact to
either the conductive compressible connector or the circuit
board. The system allows for the processing of the electric
signals of every cell using fewer electrical components,
thereby reducing the amount of space required and the costs
associated therewith.

14 Claims, 10 Drawing Sheets
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MULTI-CELL ELECTRIC SIGNAL
PROCESSING BIPOLAR PLATE FEATURES

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates generally to a system and method for
processing the electric signals from a plurality of fuel cells
utilizing one circuit board and, more particularly, to a system
and method for processing the electric signals from a plurality
of fuel cells utilizing one circuit board connected to a con-
ductive compressible connector or connected directly to bipo-
lar plates by plate contactors.

2. Discussion of the Related Art

Hydrogen is a very attractive fuel because it is clean and
can be used to efficiently produce electricity in a fuel cell. A
hydrogen fuel cell is an electro-chemical device that includes
an anode and a cathode with an electrolyte therebetween. The
anode receives hydrogen gas and the cathode receives oxygen
or air. The hydrogen gas is dissociated in the anode side
catalyst to generate free protons and electrons. The protons
pass through the electrolyte to the cathode. The protons react
with the oxygen and the electrons in the cathode side catalyst
to generate water. The electrons from the anode cannot pass
through the electrolyte, and thus are directed through a load to
perform work before being sent to the cathode.

Proton exchange membrane fuel cells (PEMFC) are a
popular fuel cell for vehicles. The PEMFC generally includes
a solid polymer electrolyte proton conducting membrane,
such as a perfluorosulfonic acid membrane. The anode and
cathode electrodes (catalyst layers) typically include finely
divided catalytic particles, usually platinum (Pt), supported
on carbon particles and mixed with an ionomer. The catalytic
mixture is deposited on opposing sides of the membrane. The
combination of the anode catalytic mixture, the cathode cata-
Iytic mixture and the membrane define a membrane electrode
assembly (MEA). Each MEA is usually sandwiched between
two sheets of porous material, a gas diffusion layer (GDL),
that protects the mechanical integrity of the membrane and
helps in uniform reactant and humidity distribution. The part
of the MEA that separates the anode and cathode flows is
called the active area, and only in this area the water vapors
can be freely exchanged between the anode and cathode.
MEAs are relatively expensive to manufacture and require
certain humidification conditions for effective operation.

Fuel cells are typically comprised of a plurality of electri-
cally conductive unipolar and bipolar plates alternatively
assembled (stacked) with a plurality of MEAs, electrodes,
gaskets, seals and gas diffusion media (also known as “soft-
goods”). Several fuel cells are typically combined in a fuel
cell stack to generate the desired power. For example, a typi-
cal fuel cell stack for a vehicle may have two hundred or more
stacked fuel cells. The fuel cell stack receives a cathode input
reactant gas, typically a flow of air forced through the stack by
a compressor. Not all of the oxygen is consumed by the stack
and some of the air is output as a cathode exhaust gas that may
include water as a reaction by-product. The fuel cell stack also
receives an anode hydrogen reactant gas that flows into the
anode side of the stack. The stack also includes flow channels
through which a cooling fluid flows.

A fuel cell stack includes a series of bipolar plates (sepa-
rators) positioned between the several MEAs in the stack,
where the bipolar plates and the MEAs are positioned
between the two end plates. The bipolar plates include anode
side and cathode side flow distributors (flow fields) for adja-
cent fuel cells in the stack. Anode gas flow channels are
provided on the anode side of the bipolar plates that allow the
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anode reactant gas to flow to the respective MEA. Cathode
gas flow channels are provided on the cathode side of the
bipolar plates that allow the cathode reactant gas to flow to the
respective MEA. One end plate includes anode gas flow chan-
nels, and the other end plate includes cathode gas flow chan-
nels. The bipolar plates and end plates are made of a conduc-
tive material, such as stainless steel or a conductive
composite. After stacking, these components are typically
placed under compression to minimize electrical contact
resistances and to close the seals. The end plates conduct the
electricity generated by the fuel cells out of the stack. The
bipolar plates also include flow channels through which a
cooling fluid flows.

It is known in the art to process the electric signals from
certain plates in a fuel cell system to determine whether the
fuel cell stack is functioning properly and to perform cell-to-
cell short-circuiting, as is known to those having skill in the
art. Typically, electric signal processing is done every other
cell because of the costs associated with monitoring every
cell. Furthermore, it can be difficult to provide the necessary
components in the space available to process the electric
signal from every cell. There is a need in the art for processing
the electric signal from every cell while minimizing the cost
and space requirements associated therewith.

SUMMARY OF THE INVENTION

In accordance with the teachings of the present invention,
a system and method for processing the electric signals from
a plurality of fuel cells in a fuel cell system is disclosed.
Groups of the plurality of fuel cells, such as five bipolar
plates, are electrically coupled to a compressible connector or
a circuit board, where some of the bipolar plates have a plate
contactor for providing the electrical contact to either the
compressible connector or the circuit board. The system
allows for the processing of the electric signals of every cell
using fewer electrical components, thereby reducing the
amount of space required and the costs associated therewith.

Additional features of the present invention will become
apparent from the following description and appended
claims, taken in conjunction with the accompanying draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram of a bipolar plate for a fuel cell stack
with a plate contactor;

FIG. 2 is a diagram of a series of bipolar plates for a fuel
cell stack with plate contactors touching a conductive com-
pressible connector, and with the conductive compressible
connector connected to a circuit board using a trace connec-
tor;

FIG. 3 is a diagram of an alternate view of bipolar plates
with plate contactors touching a conductive compressible
connector which is seated on and electrically coupled to a
trace connector which is connected to a circuit board;

FIG. 4 is a diagram emphasizing the last plate, which is
required to contact two conductive compressible connectors,
each of which are connected to separate circuit boards;

FIG. 5 is a cut-away view of FIG. 4 illustrating four fuel
cells and a conductive compressible connector as an example
of an electronic signal package; and

FIG. 6 is a diagram of a trace connector which connects the
conductive compressible connector to the circuit board;

FIG. 7 is a diagram of four bipolar plates connected to a
conductive compressible connector, where the conductive
compressible connector is seated on and electrically coupled
to a circuit board;
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FIG. 8 is asimplified cross-sectional view of a plate assem-
bly;

FIG. 9 is adiagram of bipolar plates directly in contact with
circuit boards where a piece of non-conductive rubber is used
to press the plate contactors against the circuit board; and

FIG. 10 is a diagram of bipolar plates with notched regions
that receive two corners of a circuit board.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

The following discussion of the embodiments of the inven-
tion directed to a system and method for electric signal pro-
cessing of a plurality of fuel cells of a fuel cell system is
merely exemplary in nature, and is in no way intended to limit
the invention or its applications or uses.

A first embodiment of the present invention is shown in
FIGS. 1-6, where FIG. 1 is a diagram of a bipolar plate 10. As
is known to those skilled in the art, two bipolar plates with a
membrane electrode assembly (MEA) and other soft goods,
such as sub-gaskets and a gas diffusion layer (GDL), make up
a fuel cell, and typically several fuel cells are connected in
series to make up a fuel cell stack. The bipolar plate 10 has a
metal plate contactor 14 which is stamped and shaped to serve
as a point of electrical conductance, as will be discussed in
detail below. The bipolar plate 10 also has a circuit board
depression 16 where a circuit board will be positioned, and a
connector depression 18 where the corner of a conductive
compressible connector will be positioned, as will be dis-
cussed in detail below.

FIG. 2 is a diagram 20 of four stacked bipolar plates 22, 24,
26 and 28. While four stacked bipolar plates are used in this
non-limiting embodiment, a different number of bipolar
plates could be used, as will be described below. Each of the
stacked bipolar plates 22, 24, 26 and 28 includes a plate
contactor 30, 32, 34, and 36, respectively. Each of the plate
contactors 30, 32, 34 and 36 are specifically designed to be
positioned on the top of and be in electrical contact with a
conductive compressible connector 40. An example of one
suitable conductive compressible connector that may be used,
but is not limited to, is an elastomeric connector. As is known
by those skilled in the art, an elastomeric connector is com-
prised of a non-conductive elastomer, such as rubber, with
strategically placed conductive portions of a different sub-
stance, such as copper wires. Elastomeric connectors may
also be laminates of alternating conductive and non-conduc-
tive elastomers. Conductive compressible connectors are sold
under a variety of trade names and are available in a variety of
configurations, as is known to those skilled in the art.

The conductive compressible connector 40 is connected to
a circuit board 44. Thus, the bipolar plates 22, 24, 26 and 28
are monitored through the plate contactors 30, 32, 34 and 36
utilizing the same conductive compressible connector 40 and
the same circuit board 44. This in turn means that each circuit
board 44 is attached to the electrical components and com-
munication devices required to process the electric signal of
the four fuel cells. Accordingly, the number of electrical
components and communication devices required to monitor
and operate the fuel cell stack are reduced, thereby reducing
the cost and amount of space needed to effectively operate the
fuel cell stack.

FIG. 3 is another view of the diagram 20 illustrating the
bipolar plates 22, 24, 26 and 28 from a different perspective.
The bipolar plates 22, 24, 26 and 28 each have a plate con-
tactor 30, 32, 34 and 36, respectively. Each plate contactor 30,
32; 34 and 36 is stamped and shaped to make electrical
contact with the conductive compressible connector 40 at the
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desired location on the conductive compressible connector
40. The arrows pointing downward through the conductive
compressible connector 40 illustrate the conduction path
from the plate contactors 30, 32, 34 and 36, respectively. The
arrow pointing down from connector depression 18 illustrates
the conduction path for bipolar plate 22 if a conductive com-
pressible connector below is present, which is discussed in
more detail below. In this way, the conductive compressible
connector 40 allows each bipolar plate 22, 24, 26 and 28 to be
monitored individually by the same circuit board 44.

The conductive compressible connector 40 is seated in the
connector depression 18. The connector depression 18 pro-
vides an area to insert a corner of the conductive compressible
connector 40, and is also capable of being electrically con-
nected to a conductive compressible connector (not shown)
seated directly below the connector depression 18 (if any) in
the fuel cell stack, which will be discussed in more detail
below. A trace connector 42 is provided between and electri-
cally coupled to the conductive compressible connector 40
and the circuit board 44 to provide the electrical connection
therebetween. The trace connector 42 may be rigid extension
of the circuit board 44 or a flexible circuit substrate, as is
known to those skilled in the art. The conductive compress-
ible connector 40 sits on top of and is in electrical communi-
cation with the trace connector 42. The circuit board 44 is
seated in the circuit board depression 16. The trace connector
42 allows the conductive compressible connector 40 and the
circuit board 44 to be electrically coupled without requiring a
rigid connection or physical contact between the conductive
compressible connector 40 and the circuit board 44, thereby
allowing greater dimensional variation in the components in
a fuel cell stack.

FIG. 4 illustrates how each set of four fuel cells or more of
the diagram 20 is stacked with other sets of fuel cells. The
bipolar plates 22, 24, 26 and 28 are shown, and the bipolar
plate contactors 34 and 36 can be seen, as well as the circuit
board 44. A fifth bipolar plate 48 is shown, and a second
conductive compressible connector 52 is also shown seated in
the connector depression 18. Although not shown, a trace
connector is below the conductive compressible connector 52
and is also seated in the connector depression 18. Thus, the
second conductive compressible connector 52 does not
directly touch the connector depression 18 of the fifth bipolar
plate 48.

The conductive compressible connector is in electrical
contact with the bipolar plate 48 through a bipolar plate
contactor 50 on the bipolar plate 48. Below the second con-
ductive compressible connector 52 and the bipolar plate con-
tactors 34 and 36 sits the conductive compressible connector
40, although it is not shown. The bottom side of the contactor
depression 18 of the bipolar plate 48 is in electrical commu-
nication with the conductive compressible connector 40
below the conductive compressible connector 52, and the
bipolar plate contactor 50 of the bipolar plate 48 is in electri-
cal communication with the conductive compressible con-
nector 52. Thus, the electric signal of the bipolar plate 48 is
known by the circuit board 44 through the bottom side of the
connector depression 18, and the electric signal of the bipolar
plate 48 is also known by the circuit board 46 through the
plate contactor 50. This is necessary because each plate is a
bipolar plate having an anode side and a cathode side, there-
fore, to measure the electric signal of four fuel cells the
electric signal of five bipolar plates must be known, as is
readily apparent to those skilled in the art.

FIG. 5 is acut-away view of FIG. 4 showing the diagram 20
with the five bipolar plates 22, 24, 26, 28 and 48 and the two
conductive compressible connectors 40 and 52. The plate
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contactors 30, 32, 34 and 36 and the bottom of the connector
depression 18 of the bipolar plate 48 are in electrical commu-
nication with the conductive compressible connector 40. The
plate contactor 50 of the bipolar plate 48 is in electrical
communication with the conductive compressible connector
52. Although not shown, the circuit boards 44 and 46 are in
electrical communication with the conductive compressible
connectors 40 and 52, respectively. Each circuit board is
further in electrical communication with electrical compo-
nents (not shown). The electrical components may include,
but are not limited to, a power conversion module, a power
distribution module, and communication devices such as a
transmitter and a receiver.

FIG. 6 is another view of diagram 20 showing the five
bipolar plates 22, 24, 26, 28 and 48, the two conductive
compressible connectors 40 and 52, and the circuit boards 44
and 46. Furthermore, a trace connector 62 connects the con-
ductive compressible connector 52 to the circuit board 46, and
a trace connector 64 connects the conductive compressible
connector 40 to the circuit board 44. Trace connectors 62 and
64 allow for the circuit boards 44 and 46 to be spaced away
from the conductive compressible connectors 40 and 52, as
desired. These components allow for a plurality of fuel cells
of the fuel cell stack to be electrically coupled to a single
conductive compressible connector and a single circuit board,
and allow for sets of the plurality of fuel cells to be stacked in
series to make the fuel cell stack. Each of the plurality of fuel
cells are connected to the electrical components necessary for
signal processing, thus allowing for the electric signal of each
of the fuel cells to be processed by sharing the electrical
components necessary for signal processing among the plu-
rality of fuel cells. Furthermore, cell-to-cell short-circuiting
may be implemented as desired. Thus, the costs associated
with the operation of the fuel cell stack are reduced, as is the
amount of space required without compromising electric sig-
nal processing of the fuel cells in the stack.

A second embodiment of the present invention is shown in
FIGS. 7 and 8. FIG. 7 illustrates a fuel cell system 70 where
a circuit board 72 extends below a conductive compressible
connector 86. In an alternate embodiment, a flexible board
trace may extend below the conductive compressible connec-
tor 86, thereby electrically coupling the circuit board 72 and
the conductive compressible connector 86. The arrows point-
ing downward through the conductive compressible connec-
tor 86 illustrate the conduction path from the plate contactors.
The arrow pointing down from a region 84 illustrates the
conduction path for bipolar plate 74 if a conductive compress-
ible connector below is present, which is discussed in more
detail below. The arrow pointing up from the region 84 illus-
trates the conduction path from bipolar plate 74 through the
circuit board 72 (or through a flexible board trace, if present).
The circuit board 72 also includes communication devices 82,
which may include, but are not limited to, a receiver and a
transmitter.

A bipolar plate 74 is in direct electrical contact with the
circuit board 72 ataregion 84. Bipolar plates 76, 78 and 80 are
in electrical communication with the conductive compress-
ible connector 86 via plate contactors 88, 90 and 92. Each of
the plate contactors 88, 90 and 92 are specifically shaped to sit
at the top of and be in electrical communication with the
conductive compressible connector 86. Although not shown,
a fifth plate 94 similar to the plate 74 is stacked on top of the
plate 80 to provide the fifth plate 94 necessary to monitor the
four fuel cells, as previously discussed. The plate 74 does not
require a plate contactor because the region 84 provides elec-
trical communication on the top side and the bottom side. The
bottom side of the region 84 is in electrical communication
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with the conductive compressible connector below it (if any),
and the top side of the region 84 is in electrical communica-
tion with the circuit board 72 above it.

FIG. 8 is a simplified cross-sectional view of the fuel cell
system 70 including the fifth bipolar plate 94 necessary to
measure the electric signal of the four fuel cells, as previously
discussed. As illustrated, the bottom of the bipolar plate 74 is
in electrical contact with the circuit board 72 at the top side of
the region 84. The bipolar plates 76, 78 and 80 are in electrical
contact with the conductive compressible connector 86 at the
plate contactors 88, 90 and 92, respectively. The fifth bipolar
plate 94 is in electrical contact with the conductive compress-
ible connector 86 at the bottom side of the region 84 for that
particular bipolar plate 94. In this way, several fuel cells may
be stacked together where the fuel cells are utilizing the same
conductive compressible connector 86, the circuit board 72,
and the communication devices 82. This allows each cell to be
monitored, as well as cell-to-cell short-circuiting to be per-
formed as desired, using fewer components. As discussed
above, fewer components means less space is required to
perform electric signal processing, and the costs associated
therewith are reduced.

A third embodiment 98 ofthe present invention is shown in
FIGS. 9 and 10. FIG. 9 illustrates a non-conductive elastomer
100, such as a piece of rubber, to press contact regions 112,
114, 116 and 118 of bipolar plates 104, 106, 108 and 110
against a circuit board 124. The arrows pointing downward to
the circuit board 124 illustrate the conduction path from the
plate contactors and other contact regions on the bipolar
plates 102, 104, 106, 108 and 110. Alternatively, the non-
conductive elastomer 100 could press contact regions 112,
114, 116 and 118 against a flexible circuit substrate in elec-
trical communication with the circuit board 124, as is readily
apparent to those skilled in the art. The pressure from the
non-conductive elastomer ensures adequate electrical contact
for the contact regions 112, 114, 116 and 118 to the circuit
board 124. A bipolar plate 102 is in electrical contact with the
circuit board 124 at a contact region 120. The bipolar plate
110 is in electrical contact with the circuit board 124 at a
contact region 112, and the bipolar plate 110 is also in elec-
trical contact with a circuit board 126 at a contact region 122.
Two bridges 128 are also shown in FIG. 9, however, they are
not in electrical communication with any circuit board. The
bridges 128 provide mechanical stability.

FIG. 10 illustrates the third embodiment 98 of the present
invention including notched regions 130, which allow for the
circuit board 124 or 126 to be properly inserted and aligned
with relative ease, and ensures the boards 124 and 126 stay in
place upon compression of the fuel cell stack.

Thus, in all of the above embodiments, a plurality of bipo-
lar plates are connected to one circuit board, with the last
bipolar plate in electrical contact with a circuit board above it
and below it (if more than one circuit board is being used).
Thus, a plurality of fuel cells share electric signal processing
components, allowing electric signal processing and cell-to-
cell short-circuiting of the fuel cell while reducing the costs
and amount of space required.

The foregoing discussion discloses and describes merely
exemplary embodiments ofthe present invention. One skilled
in the art will readily recognize from such discussion and
from the accompanying drawings and claims that various
changes, modifications and variations can be made therein
without departing from the spirit and scope of the invention as
defined in the following claims.

What is claimed is:

1. An electric signal processing system for a fuel cell stack,
said system comprising:
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a plurality of fuel cells;

a plurality of bipolar plates each having a plate contactor
that is part of the bipolar plate and at least two of the
bipolar plates having a connector depression that is part
of the bipolar plates;

at least one conductive compressible connector electrically
coupled to the plurality of bipolar plates at either the
plate contactor or the connector depression, said plate
contactor being shaped such that electrical contact is
made at a specific location on the conductive compress-
ible connector; and

at least one circuit board electrically coupled to the at least
one conductive compressible connector, wherein the at
least one circuit board processes the electric signals
from the plurality of bipolar plates which are in electri-
cal communication with the conductive compressible
connector.

2. The system according to claim 1 wherein the plate con-
tactors are stamped and shaped to make electrical contact
with the conductive compressible connector at the specific
location on the conductive compressible connector.

3. The system according to claim 1 wherein the conductive
compressible connector is an elastomer having conductive
wires, laminates of alternating conductive and non-conduc-
tive elastomers, or combinations thereof.

4. The system according to claim 1 further comprising a
trace connector between and in electrical communication
with the conductive compressible connector and the circuit
board, wherein the trace connector enables the circuit board
to process the electric signal from the plurality of bipolar
plates.

5. The system according to claim 4 wherein the trace con-
nector is a flexible circuit substrate or a rigid circuit board
substrate.

6. The system according to claim 1 wherein the connector
depression is electrically coupled to the conductive com-
pressible connector directly below and in contact with the
bottom side of the connector depression.

7. An electric signal processing system for a fuel cell stack,
said system comprising:

at least four fuel cells;
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at least five bipolar plates, each bipolar plate having a plate
contactor that is part of the bipolar plate and a connector
depression that is part of the bipolar plate;

at least one conductive compressible connector electrically

coupled to the plate contactor or the connector depres-
sion of the atleast five bipolar plates, said plate contactor
being shaped such that electrical contact is made at a
specific location on the conductive compressible con-
nector; and

at least one circuit board electrically coupled to the at least

one conductive compressible connector wherein the at
least one circuit board processes the electric signal of the
at least five bipolar plates.

8. The system according to claim 7 wherein the plate con-
tactors are stamped and shaped to make electrical contact
with the conductive compressible connector at a specific loca-
tion on the conductive compressible connector.

9. The system according to claim 7 wherein the conductive
compressible connector is an elastomer having conductive
wires, laminates of alternating conductive and non-conduc-
tive elastomers, or combinations thereof.

10. The system according to claim 7 further comprising an
electronics package electrically coupled to the at least one
circuit board, wherein the electronics package processes the
electric signals.

11. The system according to claim 10 wherein the electron-
ics package includes a power conversion module, a power
distribution module, and communication devices.

12. The system according to claim 7 further comprising a
trace connector between and in electrical communication
with the conductive compressible connector and the circuit
board, wherein the trace connector enables the circuit board
to process the electric signals from the at least five bipolar
plates.

13. The system according to claim 7 wherein at least one of
the bipolar plates has a circuit board depression area where
the circuit board is positioned.

14. The system according to claim 7 wherein the connector
depression of at least a first and last bipolar plate of the at least
five bipolar plates is electrically coupled to a second conduc-
tive compressible connector directly below and in contact
with the bottom side of the connector depression.
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